WLAA OCOEE, FL

BMJP-20050118AJU 1600 kHz
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Facility 1D: 55006 20 1600 1o g
Application D: 1073971 £ Theoretical pattern RMS: 702.80
CDBS Antenna System I1D: 90977 210 a0 \ 150 P ) '
\ Standard pattern RMS:  738.20
) 200 . 1 “‘:_ ) 160 .
Azimuth  Etheo Estd Faug o - 170 Azimuth  Etpeo Estd Faug
0 456. 01 479. 27 o 180 456. 01 479. 27
5 455, 98 479. 24 n - 185 455, 98 479. 24
10 456. 01 479. 27 The theoretical pattern is used to create the 190 456. 01 479. 27
15 456. 49 479.78 i i 195 456. 49 479.78
50 45855 481 94 standard pattern. Augmentations (if any) expand 200  458.55 481 94
25 463. 98 487. 63 the standard pattern in specified directions. See 205 463. 98 487. 63
30 474. 97 499. 16 Sections 73.150 and 73.152 of the FCC's Rules. 210 474. 97 499. 16
35 493. 76 518. 87 215 493. 76 518. 87
40 522.01 548. 52 . 220 522.01 548. 52
45 560. 40 588. 79 AM coverage may not mirror the pattern shown 225 560. 40 588. 79
gg ggg. gg ggg g% here. Additional factors such as ground %gg ggg- gg ggg 8‘71
60 72444 760. 96 conductivity or skywave propagation affect how 240 724 44 760. 96
65 786. 76 826. 37 far the AM signal will travel. 245 786. 76 826. 37
70 847.32 889. 93 250 847.32 889. 93
58 8%: E{g 83; ‘f% Patterns for stations outside the USA are based on %28 825; Sg 33? 29
85 985. 09 1034. 56 notified parameters. 265 985. 09 1034. 56
85 1014.93 1085 83 575 101483 108t ob
100  1007.35 1057. 93 AM directional patterns created before 1982 used 280 1007.35 1057. 93
105 985. 09 1034. 56 units of 1 mV/m at 1 mile, not one kilometer. The 285 985. 09 1034. 56
ﬂg ggg' ég 8%: ég pattern values on such plotsat 1 mile will be %gg gég' gg g%: ég
120 847. 32 889. 93 0.62137 of the values listed here. Measured 300 847.32 889. 93
125 786. 76 826. 37 305 786. 76 826. 37
130 724 44 760. 96 pattern values may vary from values shown here. 310 724 44 760. 96
135 663. 86 697. 37 . . 315 663. 86 697. 37
140 608. 28 639. 04 Plot is best printed on 11" by 17" or larger paper. 320 608. 28 639. 04
145 560. 40 588. 79 325 560. 40 588. 79
150 522.01 548. 52 330 522.01 548. 52
155 493. 76 518. 87 335 493. 76 518. 87
160 474, 97 499. 16 22 Feb 2009 340 474,97 499. 16
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175 456,49 479,78 Prepared by Audio Division, Media Bureau 355 456,49 479,78
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